
 
  

 
 

 

It can be effectively used for the control of mosquitoes as carriers of Malaria, Filariasis, Dengue, Japanese Encephalitis and such 

virus diseases, it is used for the parasites / pest control (Files, Cockroaches, Gnats & Others) in the housing colonies, hotels, 

theatres, canteens, ship's cabins, railway coaches etc. It is used for disinfection measure in the hospital areas and animal stables. 

BITCO FOGGING MACHINE 

 
TECHNICAL DATA BITCO – 4.5 Hand Pump 

Engine Pulse Jet Engine 

Volume of Combustion 

Chamber 
0.3 Ltr 

Supply to Ignition Coil 6 V D.C. Supply or 220 V A.C. Supply 

Fuel Tank 
Capacity of the Fuel Tank is 1 Ltr. & is 

sufficient to run the engine for 1 hr. 

Insecticide Capacity of the insecticide Tank is 4.5 Ltrs. 

Starting of Machine Hand Pump 

Weight (approx) 

a. Empty Weight – 10.36 kg. 

b. When filled with Diesel & Petrol it is 

about 14.86 Kgs. 

Approx. Overall Dimensions of 

the Machine 

Length - 1090 mm, Breadth - 260 mm, Height 

- 360 mm 

Discharge 9 Ltrs./hr. 

Discharge Distance 30 Ft. in still air condition 

Field Area Coverage 1 acre in 1 hr. (approx.) 

Packing 
Machine is packed in corrugated box of size 

48"x14"x16" 

Sound Level 95 db ±5 

Over Pressure in Solution Tank 4.5 psi ±0.5 

Over Pressure in Petrol Tank. 1.0 psi ± 0.5 


